
Current Carrying 

(Amps) Capacity @ 

Amb. 60 Deg.C. single 

cable in air

TUV  2 Pfg 

1169/08.2007  

PV1-F

EN/BSEN 50618  

 H1Z2Z2-K 

Current Carrying 

(Amps) Capacity @ 

Amb. 40 Deg.C. single 

cable in air

XLPE/PVC

2XY

1.50 1000 30 39.60 45.80 25 38.07

2.50 1000 41 59.60 67.35 35 57.46

4 1000 55 82.50 90.38 45 80.14

6 1000 70 121.98 130.77 58 117.34

10 1000 98 200.66 212.47 80 194.56

16 1000 132 313.84 332.19 106 305.22

25 1000 176 ---- 543.01 135 504.00

35 1000 218 ---- 749.10 173 699.69

50 1000 276 ---- 1062.04 226 995.34

70 1000 347 ---- 1460.94 336 1383.01

95 1000 416 ---- 1962.06 406 1870.13

120 1000 488 ---- 2465.85 476 2358.18

150 500 566 ---- 3079.90 555 2944.43

185 500 644 ---- 3805.84 649 3631.97

240 500 775 ---- 4914.21 781 4702.66

KEI INDUSTRIES LIMITED ( MUMBAI )
Nirvan Corporate, 7

TH
 Floor, Opp. Aghadi Nagar, Andheri Pump House, Andheri - East, 

Mumbai - 400 093.

                       Tel. : 022-2837 5642 / 2823 9673 Fax : 2825 8277 E-mail : spa.mumbai@kei-ind.com

PRICE LIST : 21st MAY 2022

PV SOLAR CABLES  - PV1-F / H1Z2Z2-K / 2XY W.E.F : 21.05.2022

RATE (Rs.)  PER  MTR

SIZE                     

  (AREA 

SQ.MM)

STANDARD 

PACKING 

MTRS.

"KEI" Make, 1500 V DC. Flexible (Class 5)  Circular Tinned Copper 

Conductor, Extruded  XLPO  Insulated, and Overall Extruded XLPO 

Outersheathed Cables Conforming to TUV Standard 2 Pfg 1169/08.2007 

&  BS EN 50618.  

"KEI" Make 1500V DC. Plain Flexible Copper 

Conductor  XLPE Insulated and UV Stabilized 

PVC Sheathed Single Core PV Cables.

● Packing Lengths - 300/500 Mtrs in Coils (up to 6 Sq.mm) & 1000 Mtrs in wooden spool / drum.

● Freight as per W&F policy and for North East Freight will be extra at actual.

● This Price List is subject to change without prior notice.

KEI WIRES & CABLES

Notes:

● Discount on above rates is applicable as per Policy.

● GST and any other tax/levy will be charged extra, at actuals. HSN - 85446090

● Technical data sheets are available on request.

● Minimum Order Qty shall be - up to 35 sq.mm 2kms & all above 1km against each size & colour.


